
DN G ØD L L1 H Open ØR Weight
[mm] [mm] [mm] [mm]

40

[ " ]

1 1/2 150

[mm]

75 75

[mm]

160 140

[kg]

5.8

50 2 165 75 75 160 140 6.4

65 2 1/2 185 95 90 180 160 10.2

FIRE HOSE VALVE BRONZE ANGLE TYPE

DIN 86211- without coupling
Bolted Bonnet

Flanged PN16 DIN Flange acc. to EN 1092
Thread end BSP-male threaded acc.to ISO 228/1
Temperature: 60 ℃ at 16 bar

Material  
Body  CuSn5Zn5Pb5-C  CC491K RG5
Bonnet  CuSn5Zn5Pb5-C  CC491K RG5
Disc (<= DN50)  CuZn39Pb3 CW614N  Ms58
Disc (DN65) CuSn5Zn5Pb5-C  CC491K RG5
Disc sealing ring  NBR  NBR  NBR
Stem   CuZn39Pb3 CW614N  Ms58
Bonnet gasket  Asbestos-free  Asbestos-free  Asbestos-free
Gland packing Graphite  Graphite  Graphite
Stud bolts, nuts  X5CrNi18-10 1.4301  A2
Handwheel EN-GJL250  EN-JL1040 GG25
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