
DN Pipe o.d. Tol. On o.d. L A B Sleeve Bolts & nuts WP
mm in mm for length L C x av. thickness Qty. x dia. x length bar

in mm mm mm mm in mm
50 60,3  +/- 0,8 100 89 147 80 x 4,8 2 x M12 x 140 mm 46
65 76,1  +/- 0,8 100 155 172 100 x 6 2 x M12 x 165 mm 46
80 88,9  +/- 0,8 100 153 172 100 x 7,1 3 x M12 x 165 mm 46
100 114,3  +/- 0,8 100 178 172 100 x 7,1 3 x M12 x 165 mm 46
125 139,7 + 1,6 - 0,8 100 228 175 100 x 6 4 x M12 x 165 mm 46
150 168,3 + 1,6 - 0,8 100 256 175 100 x 6 4 x M12 x 165 mm 37
200 219,1 + 1,6 - 0,8 100 313 175 100 x 6 6 x M12 x 165 mm 36
250 273,1 + 1,6 - 0,8 100 370 175 100 x 6 6 x M12 x 165 mm 35
300 323,9 + 1,6 - 0,8 100 421 175  100 x 6 6 x M12 x 165 mm 35
350 355,6 + /- 1,6 150 452 239 150 x 6 6 x M12 x 230 mm 26
400 406,4 + /- 1,6 150 503 239 150 x 6 8 x M12 x 230 mm 26
450 457,2 + /- 1,6 150 554 239 150 x 6 8 x M12 x 230 mm 26
500 508 + /- 1,6 150 605 239 150 x 6 10 x M12 x 230 mm 26
550 558,8 + /- 1,6 150 655 239 150 x 6 10 x M12 x 230 mm 26
600 609,6 + /- 1,6 150 707 239 150 x 6 10 x M12 x 230 mm 24
650 660,4 + /- 1,6 150 757 239 150 x 6 12 x M12 x 230 mm 24
700 711,2 + /- 1,6 150 812 240 150 x 6 14 x M16 x 230 mm 24
800 812,8 + /- 1,6 150 914 240 150 x 6 14 x M16 x 230 mm 20

Coupling materials

• High quality rolled steel to BS4360:1986 Grade 43A. 

• Fusion bonded epoxy coating, thickness approx. 200 microns. 

• A hot dipped galvanized coating or a transit primer is available on request. 

• EPDM or NBR rubber gaskets. 

• Bolts and nuts are made of steel BS970: Part1:1983 Grade 070 and are hot dipped galvanized. 

Advantages

• The flexibility of the coupling easily absorbs an axial expansion or contraction of max. 10 mm.

• Flange adaptors can absorb an axial expansion or contraction of max. 5 mm.

• Maximum deflection of 6°. 

• The couplings and flange adaptors can absorb vibrations.
• Long radius curves or slight bends can be laid without special bends.
• Accommodates deflection before, during or after installation and service.
• Accepts some disallignment in straight pipes.
• Easy installation, all you need is a spanner.
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