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Nr. Part Material

1 Body CF8M

2 Bonnet CF8M

3 Stop Nut S/S 304

4 Seal lock S/S 316

5 Disc connect S/S 316

6 Stem S/S 316

7 Disc seal PTFE

8 Bonnet gasket PTFE

9 Stem gasket PTFE

10 Bonnet socket S/S 316

11 Gasket stop ring S/S 316

12 Bonnet nut S/S 316

13 Nut S/S 304

14 Handwheel C-Steel
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Temperature: -20°C  to +200°C 

 TYPE G DN L H 
MXT-3251005015 G 1/2“       15 61           100 
MXT-3251005020 G 3/4“       20 70           125 
MXT-3251005025 G 1“         25 86           130 
MXT-3251005032 G 11/4“     32 100           165 
MXT-3251005040 G 11/2“     38 111           195 
MXT-3251005050 G 2“         50 138           210 
only for non-hazardous fluids of fluid group II

Globe valve free-flow Stainless.Steel/PTFE thread BSPP-PN40

MXT-3251005000 Merxtrade B.V.

www.merxtrade.com 
Information provided as an indication and subject to possible modification.Colours and details can be different then shown in data sheets or pictures. 

Merxtrade BV has no liability for any damages by use off any information displayed on these pages. 
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