
GLOBE VALVE BRONZE - ANGLE - SDNR  - BOLTED BONNET

Standard DIN 86261-A SDNR Type (DIN 3356)

Face to Face EN 558 Series 8 (DIN 3202 F32))

Flange Dimension DIN Flanges acc. to EN 1092-3/B (DIN 2501)

Flange Connection PN10/16

Options Drain plug

Bronze MXT globe valves with bronze disc and seat, pressure rating PN 4/6/10/16, straight pattern, 
bolted bonnet, outside screw & yoke. Raised face flanges according to DIN. TYPE APPROVED.
Application: The valves offer good resistance to corrosive action of seawater, 
fresh water and waste water.

Pressure & Temperature Ranges 

Working Pressure [bar] Hydro Test Pressure [bar]

Bore Pressure Rating 120 ℃ 180 ℃ Casing Closure

DN 15 - DN 200 PN16 16 10 24 17.6

DN 250 PN10 10 6 15 11

DN 300 - DN 350 PN6 6 4 9 6.6

DN 400 - DN 600 PN4 4 2 6 4.4

Material Specifications 

Part No. Component Material

1 Body CuSn5Zn5Pb5-C CC491K RG5

2 Bonnet CuSn5Zn5Pb5-C CC491K RG5

3 Disc CuSn5Zn5Pb5-C CC491K RG5

4 Stem CuZn35Ni3Mn2AlPb CW710R Som59

5 Stud Bolts, Nuts X5CrNi18-10 1.4301 A2

6 Bonnet Gasket Graphite Graphite Graphite

7 Gland Packing Graphite Graphite Graphite

8 Handwheel EN-GJL250 EN-JL 1040 GG25
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Dimensions & Ordering Codes (null)

DN 
[mm]

Flange 
Connection

ØD
[mm]

L 
[mm]

H closed 
[mm]

ØR
[mm]

Weight 
[kg]

15 PN16 95 90 165 120 3.8

20 PN16 105 95 165 120 4.0

25 PN16 115 100 180 140 5.0

32 PN16 140 105 180 140 7.0

40 PN16 150 115 215 160 11

50 PN16 165 125 230 160 13

65 PN16 185 145 245 180 18

80 PN16 200 155 295 200 25

100 PN16 220 175 325 225 35

125 PN16 250 200 360 250 55

150 PN16 285 225 425 300 75

175 PN16 315 250 495 400 115

200 PN16 340 275 505 400 135

200 PN10 340 275 505 400 135

250 PN10 395 325 625 520 215

300 PN10 445 375 690 520 305

350 PN10 505 425 755 640 405

400 PN10 565 475 840 640 550

450 PN10 615 500 920 640 690

500 PN10 670 525 980 640 835

600 PN10 780 450+550 1200 640 1050

Approvals & Certificates on request
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