VALVES FOR MARINE AND INDUSTRY MERXTRADE BV.

( MERX TRALE B.V MXT-2292312000

=0 MATERIAL SPECIFICATION TECHNICAL FEATURES
N EJ[ QC§D 1 Body GGG40.3 Nodular Cast Iron Standard API 609/EN 593
3&&3 A 7Hi *{ . 2 Seat PTFE PolyTetraFluorEthylene Face to Face EN 558-1 (IS0 5752)
o= < 3 Disc 1.4408 Stainless Steel Flange connection  DIN PN16 DN50~DN150
J 4 Shaft 1.4418 Stainless Steel DIN PN10 DN200~DN400
J Top flange ISO 5211
M PRESSURE & TEMPERATURE RANGES Operation Gearbox
Max. working press. 16 Bar DN50~DN150
10 Bar DN200~DN400
Temperature -50°C ~ +180°C
DIMENSIONS

DN Gearbox A B C D E F G H J K L Weight
(mm)  Type  (mm) (mm) (mm) (mm) (mm) (mm) (mm) (mm) (mm) (mm) (mm) (kg)

p 50  AB150W 344 91 108 85 70 124 100 193 80 43 42 67
65 AB150W 369 101 123 85 70 124 100 208 80 46 42 76
80  AB150W 385 107 133 85 70 124 100 218 80 46 42 82
100 AB150W 415 115 155 85 70 124 100 240 80 52 42 97
125  AB210W 506 155 173 97 78 128 200 270 102 56 52 16
150 AB210W 525 164 183 97 78 128 200 280 102 56 52 18,5
200 AB215WLB 605 195 218 112 92 1565 200 330 150 60 52 29

250 AB215WLB 700 230 253 112 92 155 250 365 150 68 52 40
300 AB550W 792 260 278 131 104 174 300 409 138 78 71 60
350 AB550W 880 308 318 131 104 174 300 449 138 92 71 81
400 AB88OW 1035 354 354 166 127 226 400 520 200 102 86 123
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[ Information provided as an indication and subject to possible modification.Colours and details can be different then shown in data sheets or pictures.
o Merxtrade BV has no liability for any damages by use off any information displayed on these pages.





