
Size
F7317 - Straight F7318 - Angle

L D C No. h t H D2 Kg L1 D C No. h t H D2 Kg

32A 229 140 105 4 19 24 370 200 25.4 114 140 105 4 19 24 350 200 24.9

40A 241 160 120 4 23 24 395 200 30.2 121 160 120 4 23 24 370 200 29.4

50A 292 165 130 8 19 26 435 224 41.0 146 165 130 8 19 26 405 224 40.0

65A 330 200 160 8 23 30 490 250 62.3 165 200 160 8 23 30 455 250 60.3

80A 365 210 170 8 23 32 540 315 79.0 178 210 170 8 23 32 500 315 76.2

100A 432 250 205 8 25 36 640 400 140 216 250 205 8 25 36 590 400 135

125A 508 300 250 8 27 40 720 450 197 254 300 250 8 27 40 660 450 189

150A 559 355 295 12 33 44 815 500 298 279 355 295 12 33 44 740 500 284

No. Component Material

1 Body Cast Steel

2 Seat Stainless Steel

3 Disc Stainless Steel

4 Stem Stainless Steel

Test Pressure MPa [kgf/cm2]

Body 9.12 [93.0]

Seat 6.69 [68.2]

      MXT-F7317 Cast Steel 40K Globe Straight Valve
   MXT-F7318 Cast Steel 40K Globe Angel Valve

MXT-F7317 MXT-F7318 

Accordance to JIS F7400 Flanges as per JIS B2220 - 40K 

Size
F7365 - GLOBE F7350 - ANGLE

L D C No. h t H D2 Kg L1 D C No. h t H D2 Kg

50A 220 155 120 4 19 16 295 160 18.1 120 155 120 4 19 16 265 160 16.5

65A 270 175 140 4 19 18 330 200 26.3 130 175 140 4 19 18 290 200 23.3

80A 300 185 150 8 19 18 345 200 30.0 140 185 150 8 19 18 300 200 25.5

100A 350 210 175 8 19 18 395 250 45.1 160 210 175 8 19 18 340 250 37.3

125A 420 250 210 8 23 20 465 280 70.9 180 250 210 8 23 20 400 280 57.7

150A 490 280 240 8 23 22 525 315 97.2 205 280 240 8 23 22 455 315 78.0

200A 570 330 290 12 23 22 640 355 160 230 330 290 12 23 22 555 355 117

250A 740 400 355 12 25 24 735 400 259 290 400 355 12 25 24 625 400 190

300A 840 445 400 16 25 24 845 450 372 320 445 400 16 25 24 720 450 258

<JIS F7365> <F7350-dia. 50A to 300A> <F7350 - dia. 350A to 800A>

Manufactured in accodance to JIS F7400 
Flanges as per JIS B2220 

F7350 ANGLE dia. 350A to 800A

Size L1 L2 D C No. h t H D2 Kg

350A 360 320 490 445 16 25 26 1010 500 376

400A 400 350 560 510 16 27 28 1130 600 490

450A 450 380 620 565 20 27 30 1250 710 632

500A 500 430 675 620 20 33 30 1380 800 839

550A 550 460 745 680 24 33 32 1505 900 1060

600A 610 500 795 730 24 33 32 1630 900 1270

650A 660 540 845 780 24 33 34 1765 1000 1590

700A 710 570 905 840 24 33 34 1890 1000 1930

750A 760 610 970 900 24 33 36 2005 1250 2300

800A 810 650 1020 950 28 33 36 2115 1250 2720

MARINE CAST STEEL HULL GLOBE VALVE - JIS F7365
MARINE CAST STEEL HULL ANGLE VALVE - JIS F7350

Nominal
dia.

Test Pressure MPa[kgf/cm2]

Watertight inspecton 
for valve seat

Hydraulic inspection 
for body

Class B Class S Class B Class S

200 or less 1.08[11] 1.47[15]

250 and 
300 0.76[7.7] 1.08[11] 1.03[10.5] 1.47[15]

300 more 0.25[2.5] 0.5[5.1]
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