
Safety valve
Model

SVW/SVWN/SVWC 

DN 8 PN 50 -25 up to 180 °C
component 
tested CE

0036 

Operation area:
 for compressed air and other gases of fluid group 2;

 blowing off freely,

 not suitable for liquids or steam

Type:
SVW 

SVWC 

SVWN 

2.0401 / C38500 (Brass) 

1.4401 / A316 (Stainless steel)) 

1.4571 / A316Ti (Stainless steel)

Characteristics:
open design +++ elastic valve seat seal (Viton) compression spring 
made of stainless steel +++ can be lifted using a knurled screw, 
connection using a threaded pin
Component identification TÜV and GL +++ TÜV individual 
acceptance certificates according to EN 10204 possible

Connection
thread

(d1) 

set pressure 
range
[bar] 

d2

[mm] 
l1

[mm] 
l2 

[mm] 

SW 

SVW SVWN
SVWC

M16x1,5
0,20 - 14,20

20 12
63

20 22

14,21 – 39,90 75
39,91 - 50,00 82

G1/4 A
0,20 - 14,20

18 10
63

14,21 – 39,90 75
39,91 - 50,00 82

G3/8 A
0,20 - 14,20

20 12
63

14,21 – 39,90 75
39,91 - 50,00 82

G1/2 A
0,20 - 14,20

24 14
63

24 2414,21 – 39,90 75
39,91 - 50,00 82
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blow-off capacity 

pe pe pe 

[bar] 

qm [m³/h] 

 0°C/760Torr [bar] 

qm [m³/h] 

 0°C/760Torr [bar] 

qm [m³/h] 

 0°C/760Torr 

0,2 13,6 14 356,4 33 811,2 
0,8 19,3 15 380,4 34 835,1 
0,9 37,6 16 404,3 35 859,0 
1,4 48,1 17 428,2 36 883,0 
1,9 58,6 18 452,2 37 906,9 
2 69,2 19 476,1 38 930,8 

2,5 81,2 20 500,0 39 954,8 
3 93,2 21 524,0 40 978,7 

3,5 105,1 22 547,9 41 1.002,6 
4 117,1 23 571,8 42 1.026,6 
5 141,0 24 595,8 43 1.050,5 
6 165,0 25 619,7 44 1.074,4 
7 188,9 26 643,6 45 1.098,4 
8 212,8 27 667,6 46 1.122,3 
9 236,4 28 691,5 47 1.146,3 
10 260,7 29 715,4 48 1.170,2 
11 284,6 30 739,4 49 1.194,1 
12 308,6 31 763,3 50 1.218,1 
13 332,5 32 787,2 

The stated relief capacities are achieved with a pressure increase of 10% above the set pressure. 

Reference: 

The valves are tested and delivered sealed.
Special versions (other threads, other sealing materials; nickel-plated or similar) on request. 
Delivery with beam deflection ring possible.
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